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Clinical Labs:
Client access to web portal for
order entry and results lookup.

Retail:
Point-of-Sale terminals & kiosk
applications.

SmartHome:

Use for video surveillance,
temperature monitoring and all
other common SmartHome
applications.

Corporate:
Digital Signhage
Client-Access PCs

Automotive:
Embedded PCs for mobile
platforms.

Controls:

Use for building automation
systems requiring industrial
specifications for temperature
& humidity.
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Our Guarantee.

The LE-526 can be preloaded with your specific
image so it can be sent directly to the end user
without further handling or costs by your IT staff.
If any LE-526 arrives at the end user location and
doesn’t function as specified, we will ship a
replacement via overnight delivery and refund

$35 of the purchase price.

Really Small.

The dashed outline represents the Actual Size of the LE-526. It
weighs-in at only 1-pound allowing you to mount it almost
anywhere. Its unique design even lets you connect it directly to a
100mm VESA compliant monitor. Your field service reps will
appreciate taking these to the client site instead of carting a dolly
around for the current PC setup.

x86 Compatibility & Performance.

Fully compatible with all leading operating systems, the new
LE-526 can hold its own for any web-based portal application or
thin client application.

Quality by Design.

Fewer moving parts means fewer failures. Let's face it, single-
purpose PCs need to be built to last. Unlike the traditional
desktop PC, they are often on the front lines directly impacting
the products or services you provide to your customers. They
are implemented to do one thing and to do it for a long time.

If you are still putting up with the excessive space requirements
and frequent power supply and fan failures of a traditional PC for
your single-purpose application, you owe it to yourself to test
drive an LE-526 today.

Unigue design allows
direct mount to 100mm
compliant VESA
monitors.
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Processor: Via Eden 500MHz
L1 Cache: 128k

Memory: 512MB DDR2
Hard Drive: 2.5” EIDE

Ports
Audio: Line out, Mic in (AC 97 2.2 VT1708)
Video: DB15
Network: RJ45
USB: 3x USB 2.0 ports (two front, one back)
Mouse: Uses USB port
Keyboard: PS/2
Power: Mini-DIN (AC adapter provided)
CF: Compact Flash Type I/l slot
Display
Video: Integrated 2D/3D Graphics with MPEG-4/\WMV9
1920x1440 resolution.
64MB shared system memory
Ethernet

Network: Realtek 8100B 10/100TX
PXE Boot:  Support PXE boot and WOL

Operating Systems

Full x86 Operating System & software application compatibility means
you can leverage the richest and most cost-effective environments
including Microsoft Windows®, Linux and Open BSD

Mechanical & Environment

Operating Temp: 0 ~ 60°C

Operating Humidity: 0% ~ 90% relative humidity, non-condensing
Size: 453" x 4.53” x 1.38”

Weight: 1-pound

Certifications: CE, FCC (B)

Housing: Die cast

Warranty: 2-years, limited parts & labor
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